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MAST ARM MOUNTED SIGNAL IN
NON-SIDEWALK INTERSECTION
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SEE EXAMPLE 5 IF A SICNAL HEAD IS
TO BE MOUNTED ON THE MAST ARM POLE

FAR LEFT SIGNAL.
IN CURBED AREA

ki

SEE EXAMPLE 2 WHEN PEDESTRIAN
SIGNALS ARE TO BE INSTALLED.

NOTE: THE BOTTOM OF THE HOUSING OF A VEHICLE SIGNAL FACE, NQT
MOUNTED OVER A ROADWAY, SHALL BE AT S
MORE THAN 15" (4.5m) ABOVE THE SIDEWALK OR, IF NONE, ABOVE
THE PAVEMENT GRADE AT THE CENTER OF THE HIGHWAY
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MAST ARM MOUNTED SIGNAL IN SIDEWALK
AREA, INTERSECTION WITH PEDESTRIAN
SIGNAL AND PUSHBUTTON DETECTOR.
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PEDESTRIAN SIGNAL FACES SHALL BE MOUNTED I
WITH THE BOTTOM OF THE HOUSING NOT LESS
THAN 8" {2,4m) NOR MORE THAN 10’ (3m} ABOVE THE

EXAMPLE 2

FAR LEFT SIGNAL. ONE-FACE
IN NON-CURBED AREA

SEE EXAMPLE 2 WHEN PEDESTRIAN
SIGNALS ARE TO BE INSTALLED.
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MAST ARM MOUNTED SIGNAL
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IN NON-CURBED AREA

|

SEE EXAMPLE 2 WHEN PEDESTRIAN
SIGNALS ARE TO BE INSTALLED.

2° (600mm)

NOTE: MAST ARM POLES SHALL BE LOCATED AT A MINIMUM OF
10’ (3m) BEHIND THE EDGE OF PAVEMENT OR 2’ (600m
BEHIND THE EDGE OF SHOULDER, WHICHEVER DISTANCE IS
GREATER.

2-FACE SIGNAL HEAD
IN CURBED AREA

ie

SEE EXAMPLE 2 WHEN PEDESTRIAN
SIGNALS ARE TO BE INSTALLED.

NOTE: THE BOTTOM OF THE HOUSING OF A VEHICLE SIGNAL FACE, NOT

MOUNTED QVER A ROADWAY, SHALL BE AT LEAST 10° (3m)} BUT NOT
MORE THAN 15' (4.5m) ABOVE THE SIDEWALK OR, IF NONE, ABOVE
THE PAVEMENT GRADE AT THE CENTER OF THE HIGHWAY.

PEDESTRIAN SIGNAL HEAD AND
PEDESTRIAN PUSHBUTTON
DETECTOR LOCATION.

PEDESTRIAN SIGNAL FACES SHALL BE MOUNTED
WITH THE BOTTOM OF THE OUSING NOT LESS

THAN 8 (2.4m) NOR MORE _THAN 10 (3m) ABOVE THE
SIDEWALK LEVEL AND SO THERE IS A PEDESTRIAN INDICATION

IN THE LINE OF PEDESTRIANS’ VISION WHICH PERTAINS TO
THE CROSSWALK BEING USED

SEE EXAMPLE 2 NOTE REGARDING PEDESTRIAN
PUSHBUTTON DETECTOR LOCATION.

;4’ (1.2m.

2-FACE SIGNAL HEAD
IN NON-CURBED AREA

i

SEE EXAMPLE 2 WHEN PEDESTRIAN
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IDENTIFICATION

1. LOUTLET BOX - GALY. 21 CU.IN. (0.000344 CU-M)

LAMP HOLDER_AND COVER

3 UTLET BOX COVER
ET

RUBBEF

5 [ REDUCING_BUSHING.
/19 mm)_CLOSE. NIPPLE
/4" (19_mm)_LOCKNUT.
/" (19 _mm)_HOLE_PLUG
ADDLE_BRACKET - GALV.

10, AR_38_LAMP

11 | DETECTOR UNIT

12 | POST CAP [18 FT. (5.4 m) POST MIN.]
8-3-93

NOTES

1. ALL ELECTRICAL ITEMS, EXCEPT ITEM *2 AND #11
SHALL BE ALUMINUM OR GALVANIZED.

2. JTEM *1- OZ/GEDNEY FSX-1-50 OR EQUIVALENT.
ITEM #2- MULBERRY CON-O-SHADE LAMP SHIELD OR
EQUIVALENT.
ITEM #9- “BAND-IT'" SADDLE BRACKET OR EQUIVALENT.

3. WHEN POST MOUNTING IS SPECIFIED, ITEM *9 SHALL
NOT BE REQUIRED. THE DETECTION UNIT SHALL BE
MOUNTED DIRECTLY ON TOP OF THE CAP BY DRILLING

AND TAPPING A 4 (19 mm) HOLE WITH PIPE THREADS.
THE POST CAP SHALL EITHER BE SCREWED TQ THE
TOP OF THE POST OR A MINIMUM OF 3 TIGHTING
SCREWS SHALL BE REQUIRED ON EACH CAP,

POST CAP MOUNT

MAST_ARM _MOUNT ALL DIMENSIONS ARE IN FEET (MILLIMETERS)
UNLESS OTHERWISE NOTED.

EMERGENCY VEHICLE DETECTOR WITH CONFIRMATION BEACON MOUNTING DETAIL

SIGNALS ARE TO BE INSTALLED.

NOTE: THE BOTTOM OF THE HOUSING OF A VEHICLE SIGNAL FACE, NOT

MOUNTED OVER A ROADWAY, SHALL BE AT LEAST 10’ (3m) BUT NOT
MORE THAN 15 (4.5m) ABOVE THE SIDEWALK OR, IF NONE, ABOVE
THE PAVEMENT GRADE AT THE CENTER OF THE HIGHWAY.

SCALE: NONE

Chicago, lilinois 60606
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